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NOTES:

1. Reflective devices shall be plastic prismatic reflectors (3%
diameter circular or 3" x 4" rectangular), reflective sheeting
(4" x 4" high reflectivity reflective sheeting) or 4" wide high
reflectivity reflective sheeting encircling P.V.C. pipe.

2. Prismatic reflectors shall be crystal or yellow as required and
shall conform to section 1008 of the Standard Specifications

3. High reflectivity sheeting shall be silver-white or yellow as
required and shall conform to section 1007 of the Standard
Specifications,

4. Base plates for reflective sheeting type reflectors shall be
fabricated from 063" thick 3003-H14, 5052-H38 or 6061-T6
aluminum alloy etched on both sides,

5. Reflective sheeting type reflectors shall be oriented in a
square configuration.

6. Pipefor360° delineators shall be white or yellow P.V.C. pipe
with an outside diameter of 3.5” minimum wall thickness of
108", P.V.C. pipe shall be clean.

@ 7. Steel posts shall conform to ASTM A498-81 Grade 60, or
ASTH B\ Grade 1080 or ASTM-AS570, Grade 60, and shall
wai.m. with a weight tolerance of £ 5%, Posts shall
be hoFOMTPed galvanized in accordance with ASTM-A123.

(0] 8. Posts may be punched the full length with 3/8" diameter

holes at 1" centers as an acceptable alternate to hole spacing
shown.




